
Using the BH-1000E properly can 
help reduce back strain and pre-
vent injuries.   The BH-1000E can 
also solve many service and deliv-
ery problems as well as improve 
productivity.
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BH-1000E

The BH-1000E is the perfect addi-
tion to service trucks for contrac-
tors, farmers, and service or utility 
companies.
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The Bumper Hoist is designed to 
function with the tailgate open or 
closed.  The boom can spin 360 de-
grees, even while loaded for con-
vient load handling.  

Heavy duty fabrication and exten-
sive engineering analysis make the 
BH-1000E safe and easy to use 
while ensuring high quality and a 
long product life. 

The Schlagel BH-1000E Bumper 
Hoist is a convenient and easy to 
use hoist that replaces the bumper 
on a standard pickup or cab chassis.  
Capable of lifting up to 
1000 pounds, the BH-1000E im-
proves productivity and worker 
safety.

Schlagel Mfg. designs and manufac-
tures mounts to securely fasten the 
BH-1000E to your vehicle’s frame.  
Mounts are available for GM, Ford, 
and Dodge in both Pickup and Cab 
Chassis configurations for 1/2 Ton 
to 2 Ton Vehicles for both long and 
short beds.  Custom mounts are 
available upon request.

The BH-1000E conveniently folds 
into a bumper when it is not in use.  
Features such as a built-in 3-inch 
hitch receiver,  backup sensor 
mounts, and a license plate holder 
ensure full use of the vehicle.

Outriggers quickly mount to the 
BH-1000E to increase the stability of 
the vehicle and hoist during lifting 
operations, improving safety.   The 
outriggers fit in the Bumper Hoist 
main tube for convient storage. 

The BH-1000E has a built in toolbox that stores controls, 
tools, chains, or other needed items within easy reach

The BH-1000E deploys quickly by 
removing a hitch pin, lifting the 
mast to the upright position and 
replacing the pin. The boom tele-
scopes to different lengths to adapt 
to many lifting and handling situa-
tions. The instructions provide the 
rated capacity at each configura-
tion.

An electric pump, powered by the 
vehicle’s 12 volt battery, provides 
hydraulic power to run the bumper 
hoist. A simple hand held control 
unit operates the hoist during use.  
A self-contained hydraulic power 
unit controls the lifting and lower-
ing of the boom.  A 20 ft electric 
cable allows the operator to move 
freely while handling the load and 
controlling the hoist.
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